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FREELIGHTING / ABOUT US

+
538
CERAMIC MOLDS

88
PATENTS

+
413
LED BULB MODELS
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ABOUT US

FREE LIGHTING, is a professional LED lighting manufacturer,
located in Shenzhen, China.

We strived to provide high Credibility products and Customized
solutions with advanced technologies to our customers for the past
17 years.

We are happy to supply an annual output of 4.8 million LED light
bulbs and 740,000 dimmers to worldwide customers.

We started to work on LED miniature lamp in 2013.

We developed FREE LIGHTING ceramic miniature series, and
launched the first patented G9 lamp in 2014, to solve problems such
as low lumen, poor color performance and high decay issue for LED
miniature lamp.

In 2017, we passed the first 10000hrs aging test on our 4.5W
dimmable G9 lamp, which also successfully passed the ERP, JA8
and Energy Star lifetime test.

We also developed FREE LIGHTING LED dimmer series with
electronic short-circuit, overload, overheat protection, and launched
in 2019 to solve the matching problem of LED dimmer.
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ABOUT US /FREELIGHTING

DEVELOPMENT HISTORY

12g G9 4.8W 580LM DIM

ERP LIFETIME PASS

New LED DIMMER line
Excellence match performance
Smart protection

With Indication light

2018

More bulb series
T5,S8,R7S..ETL,
SAA PSE Certification

2016

The first original ceramic G9
launched to market

2014

2017

lumen maintenance
100% @3000hrs
>86.7%@10000hrs
ERP&JAS8,Energy Star

2015

More bulb series G4,E-SERIES,
BA15..CE certification

2013

Start develop on miniature lamp

2019

2022

All series pass

EMC/LVD PASS New CE certification

2020
2021

88+ patents
538+ ceramic molds
413+ bulb models

Launch LED dimmer
And more New LED bulb

TEST EQUIPMENT
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FREELIGHTING / WHY CHOOSE US

CE 25 erP emc

LISTED
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Confidentiality & Product Safety
Guaranteed—-88 Patents & Full Certifications

We are a company with Integrity.
We understand how important to secure your original ideas and designs so that you will stay competitive in the market.

We can promise all the certifications and tests from our factory are based on real and accurate test data.

Strong R&D Support

We are not afraid to invest in future.

We are fully equipped with advanced test machines to shorten the development cycle for our customers.

For example, we have EMC test system, surge test system, digital photometer and 3D printer for development.
Also, we have photometric and electrical test system for quality control on mass production.

High Efficiency R&D

We Love what we do! And we do it fast!
With rich experience and passion, we can finish a new project within 45 days.
We developed over 538 ceramic molds and 413 LED bulbs which can match all specifications you need.



/ FREELIGHTING

Complete Quality Control System to Protect Your Brand

To protect your brand and company reputation with reliable product quality is our mission.

During the early stage of new product development, we will pay attention to all design details to ensure good
and stable quality can be achieved during mass production.

We perform 100% quality control for all products.

Every light bulb requires to pass 4 procedures tests and 6-8 hours aging test before packing.

Every dimmer needs to pass 3 procedures tests before packing.

Besides our skillful and stable workers are key contributors to maintain high quality standards.

Dimmer Solutions: Simple & Easy Matching

We developed FREE LIGHTING LED dimmer series which are user friendly, simple and easy to work with
over 139 model lightings from different brands

Professional Team to Serve You Better

FREE LIGHTING has 48 employees. We are responsible, hardworking and stable.

R&D Engineer Team and sales Teams work very closely to provide efficient and professionalservice to our
customers.

We will never stop improving.
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FREELIGHTING / LED BULBS

LED BULBS
__r'

BRIGHT SOLUTIONS TE)
EMPOWER YOUR LIGHTING

It was in 2014 that FREE LIGHTING developed our
first ceramic LED G9 bulb series, an innovation that
today is highly recognized in both the LED market—
place and by our many customers around the world.
The features of our GS LED bulb series are what help
us stand out in a crowded field, including their

conveniently small size and impressive power output.

Our G9 LED bulbs also have an exceptionally high

luminous efficiency, high stability, and a low luminous
decay, along with a longer life than many LED light
bulbs on the market. After the successful launch of
our first G9 bulb, which was patented in 2014, FREE
LIGHTING went on to design a full series of miniature
LED bulbs for the marketplace. Our line of superior
LED lights today consists of the following LED bulbs:
G4, GY6.35, G8, G8.6, 59, G12, GU24, E10, E11,
E12,E14, E17,E26, E27, T5(T10), S8(T22), BA15s,
BA15d, BA20s, BA20d, BA22, P28s, R7s. etc.

When it comes to LED lights and innovation, our
company holds an incredible 88 patents. We have
also developed more than 538 ceramic molds in our
miniature lamp series. Today, our company produces
413 LED bulbs and has an output of 4.8 million LED

light bulbs annually.
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Series

G4 /FREELIGHTING

ATTENTION

¢ Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

¢ 100% quality control

* 100% aging test before packing
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FREELIGHTING / G4

G4

BASE G4, GU4, GY6.35

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

—— (_ Dimmable / Slide Switch )

% ITEM N/O Voltage Dimensions | Weight CCT CRI SDCM
: (V) (K)

1 FR-G4-3W-024DIM 12V AC/DC 2.9 320 ©18X 39 10 09 322 1800-6500 80/90/95 6/4
2 FR-G4-4W-007DIM 12V AC/DC 38 420 ©17 X 47 13 09 422 1800-6500 80/90/95 6/4
3 FR-G4-5W-013DIM 12V AC/DC 45 510 ©18X 47 15 09 5.00 1800-6500 80/90/95 6/4
4 FR-G4-6W-016DIM 12V AC/DC 6 760 ©19X68 21 0.9 6.67 1800-6500 80/90/95 6/4
5 FR-G4-3.5W-029SW 12VACDC 2-3-35 360 ©18 X 46 10 0.7 5.00 1800-6500 80/90/95 6/4
5 FR-G4-3.5W-030SW  12VACIDC 35 340 ©18X 46 10 0.7 500  2700-3000-4000  80/90/95 6/4
6 FR-G4-4W-0158W 12VACDC ~ 2-3-36 430 ©18X 45 11 07 5.14 1800-6500 80/90/95 6/4
7 FR-G4-4W-016SW 12V AC/DC 36 360 ©18X 45 11 0.7 514  2700-3000-4000  80/90/95 6/4

*JA8 & TITLE20 PASS
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G4 /FREELIGHTING
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ITEM N/O Voltage Watt | Lumen | Dimensions | Weight CCT
v w) (Im) (K)
8 FR-G4-1W-002 12V AC/IDC 1 100 @11 x 34mm 4 0.7 143 1800-6500  80/90/95 6/4
9 FR-G4-1W-003 12V AC/DC 1 80 ®©10 x 33mm 4 0.7 1.4 1800-6500  80/90/95 6/4
10 FR-G4-1.5W-001 12V AC/DC 15 150 ©12 x37mm 5 0.7 214 1800-6500  80/90/95 6/4
afa| FR-G4-2W-002 12V AC/DC 1.8 210 ®15 x 37mm 6 0.7 2,57 1800-6500  80/90/95 6/4
12 FR-G4-2.5W-002 12V AC/IDC 24 250 © 16 x 37mm 7 07 3.43 1800-6500 80/90/95 6/4
13 FR-G4-3W-001 12V AC/IDC 28 340 © 16 x 43mm 10 0.7 4.00 1800-6500 80/90/95 6/4
14  FR-G4-4W-001 12V AC/DC 38 420 ©17 x47mm 13 0.7 543 1800-6500  80/90/95 6/4
15 FR-G4-5W-001 12V AC/DC 45 560 ©21 x 50mm 16 07 6.43 1800-6500 80/90/95 6/4
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FREELIGHTING / G4

BASE G4, GU4, GY6.35
FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years
- K
\ /
[
Ul Ut I B
1 2 3 4

é ITEM N/O Voltage Watt | Lumen | Dimensions | Weight

g V)

1 FR-G4-2.5W-011 12V AC/DC 24 250 @16 x 37mm 8 0.7 3.43 1800-6500 80/90/95 6/4
2 FR-G4-3W-018 12V AC/DC 238 300 ©18 x 39mm 8 0.7 4.00 1800-6500  80/90/95 6/4
3 FR-G4-4.5W-022 12V AC/DC 42 400 ®20 x 42mm 10 0.7 6.00 1800-6500  80/90/95 6/4
4 FR-G4-3W-006 12V AC/DC 26 260 ©16 x 40mm 10 0.7 371 1800-6500  80/90/95 6/4
5 FR-G4-2W-003 12V AC/DC 1.8 180 ®24 x 10mm 6 0.7 2,57 1800-6500  80/90/95 6/4
6 FR-G4-3W-003 12V AC/IDC 2.7 270 ®30 x 9mm 10 0.7 3.86 1800-6500  80/90/95 6/4
7 FR-G4-3W-005 12V AC/DC 28 280 ©30 x 27mm 13 0.7 4.00 1800-6500  80/90/95 6/4
8 FR-G4-3W-012 12V AC/DC 26 260 ®30 x 27mm 13 0.7 37 1800-6500  80/90/95 6/4
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BAlS5s /FREELIGHTING

Series

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing




FREELIGHTING / BA1Ss

BASS

— ((Dimmoable )
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BASE BA15s, BA15d, SCB, DCB
FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE

WARRANTY

Image No.

g W =

3 Years

ITEM N/O

FR-BA15-3W-024DIM
FR-BA15-4W-007DIM
FR-BA15-5W-013DIM
FR-BA15-3W-027DIM
FR-BA15-6W-017DIIM

*JA8 & TITLE20 PASS

S——
\ é’jr
A/
2 3
Voltage Watt | Lumen | Dimensions | Weight PF VIA CCT CRI SDCM
V) W) | (m) (9) (w) (K)

12V AC/DC 29 320 ©18 x 44 13 0.9 3.22 1800-6500 80/90/95 6/4
12V AC/DC 38 420 ®17 x 52 17 0.9 4.22 1800-6500  80/90/95 6/4
12V AC/DC 45 510 ®18x 59 18 09 5.00 1800-6500  80/90/95 6/4
12V AC/DC 3 270 ©37x36 21 0.9 3.33 1800-6500  80/90/95 6/4
12V AC/DC 6 600 ©56 x 54 85 0.9 8.57 1800-6500  80/90/95 6/4



BAI1Ss /FREELIGHTING
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ITEM N/O

FR-BA15-2.5W-002
FR-BA15-3W-001
FR-BA15-4W-001
FR-BA15-5W-001
FR-BA15-2.5W-011
FR-BA15-3W-018
FR-BA15-4.5W-022
FR-BA15-2.5W-004
FR-BA15-3W-013
FR-BA15-3W-017

Voltage
v)
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC

12V AC/DC

Watt
(W)

Lumen | Dimensions | Weight

(Im)

260
340
380
530
250
300
400
260
300

300

17 x 44

®18 x 52
©17 x 55
021 x62
16 x 49
®©18 x 52
©20x 55
©20 x 40
®45x 70

©38 x 56

s
14

PF VIA

W)
0.7 3,57
0.7 4.00
0.7 543
0.7 6.00
0.7 343
0.7 4.00
0.7 6.00
0.7 3.57
0.7 4.00
0.7 4.00

C A

AR

A

I

CCT
(K)
1800-6500
1800-6500
1800-6500
1800-6500
1800~-6500
1800-6500
1800-6500
1800-6500
1800~6500

1800-6500

&Y%

CRI

80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95

80/90/95

SDCM

6/4
6/4
6/4
6/4
6/4
6/4
6/4
6/4
6/4

6/4
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FREeLIGHTING / BA9s | BA20s

e
FLICKER Flicker Free 1 -
MATERIAL Ceramic+PC o=l
CERTIFICATE ETL ﬁﬁ 4;"‘
WARRANTY 3 Years =N =
i

=3

E ITEM N/O Voltage Watt | Lumen | Dimensions | Weight PF | VIA

g v) (w) (Im) (mm) (9) (w)

1 FR-BA9S-1.5W-001 12V AC/IDC 1.4 140 ®12x33 5 0.7 2 1800-6500  80/90/95 6/4

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3Years

ITEM N/O Voltage Watt | Lumen | Dimensions VIA CCT

V) w) (Im) (mm) W) (K)

FR-BA20-4W-001 12v AC/DC 38 420 ©22x58 23 0.7 5.43 1800-6500 = 80/90/95 6/4

FR-BA20-5W-001 12V AC/IDC 45 560 ©22x66 26 0.7 6.43 1800-6500  80/90/95 6/4

NN
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S8 /FREELIGHTING

BASE T22,S8
FLICKER Flicker Free
MATERIAL Ceramic+PC

CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE

WARRANTY 3 Years

ITEM N/O Voltage Watt | Lumen | Dimensions | Weight
(v)
3 FR-S8-2W-001 12V AC/DC 2 210 ®23 x 54mm 23 0.7 2.86 1800-6500  80/90/95 6/4
3 FR-S8-4W-001 12V AC/DC 38 400 ®23 x 54mm 23 0.7 5.43 1800-6500  80/90/95 6/4
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L7

—  (_Dimmable )

N =

FREELIGHTING / TD

IS

BASE
FLICKER
MATERIAL
CERTIFICATE
WARRANTY

T10,T5

Flicker Free

Ceramic+PC

3 Years

CE, EMC, New ErP, ETL, FCC, SAA, PSE

ITEM N/O Voltage Watt | Lumen | Dimensions |Weight
(%) (W) (Im)
29 320

FR-T5-3W-024DIM
FR-T5-5W-013DIM
*JA8 & TITLE20 PASS

12v AC/DC
12V AC/DC

18 x44 "

4.5 510 ©18x 52 16

PF

0.9
0.9

3.22
5.00

CCT

(K)

1800-6500
1800-6500

CRI

80/90/95

80/90/95

SDCM

6/4
6/4



TS /FREELIGHTING

Ih-/fr'_-_'ﬁ'_'_'h’_-, el )

© © 0O N N OO O A W

ITEM N/O

FR-T5-1.6W-001
FR-T5-2.5W-002
FR-T5-3W-001
FR-T5-4W-001
FR-T5-2.5W-011
FR-T5-3W-018
FR-T5-2.5W-003
FR-T5-1.5W-004
FR-T5-2.5W-004

Voltage

)

12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC
12V AC/DC

12V AC/DC

2.8
3.7
24
2.8
25

25

150
270
340
400
250
300
270
180

270

Dimensions

(mm)

©12x36
®17 x 37
©18 x 53
©18 x 53
18 x 41
18 x 41
®©20x 39
17 x50 x 8

17 x50x 8

5 0.7
8 0.7
15 0.7
16 0.7
10 0.7
10 0.7
12 0.7
9 0.7
9 0.7

1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500

1800-6500

80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95

6/4
6/4
6/4
6/4
6/4
6/4
6/4
6/4

6/4
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FREELIGHTING / MR16

MRI16

. Series

ATTENTION

¢ Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing
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MRI6 /FREELIGHTING

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

. &

( Dimmable / Dim to Warm )

ITEM N/O Voltage | Watt | Lumen | Dimensions | Weight VIA CCT SDCM Beam
v) W) [ (Im) (W) (K) Angle

1 FR-GU5.3-3W-026DIM 12VACDC 3.1 320 50 x 47 41 0.9 3.44 1800-6500 80/90/95 15°/24°/36°/60°1120°

1 FR-GUS5.3-5W-015DIM 12vACIDC 52 520 50 x 47 41 0.9 578 1800-6500 80/90/95 6/4  15°/24°/36°/60°/120°

1 FR-GU5.3-7W-005DIM 12VACIDC 65 720 50 x47 M 0.9 7.22 1800-6500 80/90/95 6/4  15°/24°/36°/60°/120°

1 FR-GU5.3-7W-006DTW 12VACIDC 65 720 50 x 47 41 0.9 7.22 1800-6500 80/90/95 6/4  15°/24°/36°/60°/120°
*JA8 & TITLE20 PASS

20



FREELIGHTING / G9

GS

- Series

ATTENTION

= Suitable for use in damp locations

 Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing
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G9 /FREELIGHTING

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

— (Dimmable)

Image No.

0 0 N N O O B~ W N =2

ITEM N/O

FR-G9-2.5W-012DIM
FR-G9-3W-005DIM
FR-G9-3.5W-019DIM
FR-G9-3.5W-015DIM
FR-G9-4.5W-019DIM
FR-G9-5W-020DIM
FR-G9-5W-008DIM
FR-G9-6W-011DIM
FR-G9-6.5W-001DIM

FR-G9-7W-008DIM
*JA8 & TITLE20 PASS

Voltage
(V)

120V AC/230VAC
120V AC / 230V AC
120V AC 1230V AC
230VAC
120V AC
230V AC
120V AC/230VAC
120V AC / 230V AC
120V AC/230VAC
120V AC/230V AC

Watt Lumen
(W) (Im)
2.50 260

2.9
3.4
35
4.2
4.8
4.7
5.3
6.3
i

290
380
320
490
580
580
720
820
930

Dimensions
(mm)

16 x38
®16 x 45
©17 x 42
©17 x50
®18 x 49
17 x 49
©18x 57
18 x 57
©19x77

©19x77

0.9
0.9
0.9
0.9
09
0.9
0.9
0.9
0.9
0.9

CCT
(K)

1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500

CRI

80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95

SDCM

6/4

6/4
6/4
6/4
6/4
6/4
6/4
6/4
6/4
6/4
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FREELIGHTING / G9

GS

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3Years

e
1o ]
v .

—,ﬁ
1

s ¥ |
v U 0 U U |

— (_Dimmable )

f;:, ITEM N/O Voltage Watt | Lumen | Dimensions PF CCT
g V) W) | (im) {mm) (K)

1  FR-G9-2.5W-010DIM 120V AC/ 230V AC 25 230 016X 48 7 0.9  1800-6500 80/90/95 6/4

2 FR-G9-3.5W-021DIM 230V AC 34 310 ©18 X 50 1 0.9  1800-6500 80/90/95 6/4

3 FR-G9-4.5W-021DIM 120V AC/ 230V AC 42 380 20 X 54 12 0.9  1800-6500 80/90/95 6/4

4 FR-G9-3.5W-025DIM 120V AC / 230V AC 3 280 16 X 51 12 0.9  1800-6500 80/90/95 6/4

5 FR-G9-3.5W-018DIM 120V AC/ 230V AC 32 300 30X 32 15 0.9  1800-6500 80/90/95 6/4

6 FR-G9-4W-006DIM 120V AC / 230V AC 4 330 ©17X 42 12 09  1800-6500 80/90/95 6/4

7 FR-G9-3.5W-028DIM 120V AC / 230V AC 35 350 19X 68 12 09  1800-6500 80/90/95 6/4

*JA8 & TITLE20 PASS
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G9 /FREELIGHTING

— (_Dim to Warm / Switch Dim / Slide Switch )

ITEM N/O

FR-G9-4W-011DTW
FR-G9-4.5W-020DTW
FR-G9-3.5W-022DTW
FR-G9-4.5W-012SDIM
FR-G9-4W-031SW
*JA8 & TITLE20 PASS

Voltage
(V)

120V AC/ 230V AC
120V AC/ 230V AC
230V AC
120V AC/ 230V AC
120V AC/ 230V AC

| J [u o 1] ( W]
9 10 " 12
Watt | Lumen | Dimensions | Weight | PF CCT CRI SDCM
W) | (m) (K)
4 360 ®18 X 50 12 0.9 1800-6500 80/90/95 6/4
4 500 ®©18 X 49 12 0.9 1800-6500 80/90/95 6/4
34 310 ©18 X 50 1 0.9 1800-6500 80/90/95 6/4
3.8 390 ©17 X 53 15 0.5 1800-6500 80/90/95 6/4
38 370 ®18 X 55 12 0.9 2700-3000-4000 80/90/95  6/4
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FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

» 100% aging test before packing

25



G9 /FREELIGHTING

— ( Non-Dimmable )

ITEM N/O

Image No.

-

FR-G9-2.5W-013
FR-G9-3W-002
FR-G9-3.5W-024
FR-G9-4.5W-013
FR-G9-5W-011
FR-G9-6.5W-002
FR-G9-3.5W-008
FR-G9-3.5W-005
FR-G9-3W-006

O 0 N O O s W N

- % ’g—uc\.-_’/"“
g T & =
-l
ek Yoy ‘-f/'- i 1-; 'y L—_'—'O’I
P etk &aL
A e =T 1[' r'; M‘I"r’\l DEF /;J
< w8 | - -
& )1 s ’” (e Slsle ==
N I3 &lf Jlalaly, =
~mf" — “m)
| | ¥ | 0 U Ll J
1 2 3 4 5 6
5
& >
e 0o L
7 8 9
Voltage Watt | Lumen | Dimensions | Weight CCT CRI SDCM
v) W) | (im) (mm) ()] (K)
120V AC 1 230V AC 2.40 290 ©16 X 38 8 0.5 1800-6500 80/90/95 6/4
120V AC 1 230V AC 29 340 ®16 X 45 11 0.5 1800-6500 80/90/95 6/4
120V AC / 230V AC 34 390 ©17 X 42 1 05  1800-6500 80/90/95 6/4
120V AC / 230V AC 38 480 ©17 X 53 15 05 1800-6500 80/90/95 6/4
120V AC / 230V AC 4.7 650 ®18 X 57 16 05 1800-6500 80/90/95 6/4
120V AC / 230V AC 6.3 840 19X 77 23 05 1800-6500 80/90/95 6/4
120V AC 1 230V AC 3 320 ©16 X 51 12 0.5 1800-6500 80/90/95 6/4
120V AC / 230V AC 32 310 ©30 X 32 15 0.5 1800-6500 80/90/95 6/4
120V AC / 230V AC 29 330 ©23 X 54 18 0.5 1800-6500 80/90/95 6/4

26



FREELIGHTING / Edison

ATTENTION

» Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

¢ 100% aging test before packing




Edison /FrEELIGHTING

=@lison

FLICKER
MATERIAL
CERTIFICATE
WARRANTY

Flicker Free

Ceramic+PC

3Years

CE, EMC, New ErP, ETL, FCC, SAA, PSE

— (Dimmabie)

Image No.

FR-CDL-2.5W-005DIM
FR-CDL-3W-005DIM
FR-CDL-3.5W-015DIM
FR-CDL-4.5W-019DIM
FR-CDL-5W-008DIM
FR-CDL-6W-012DIM
FR-CDL-6.5W-001DIM
FR-CDL-2.5W-010DIM
FR-CDL-4.5W-021DIM

© 0 N O O AW N =

*JA8 & TITLE20 PASS

3 4 5 6 7
8 9
ITEM N/O Base Voltage Watt [Lumen | Dimensions |Weight| PF CCT SDCM
V) (W) | (Im) (@) (K)
E11,E12,E14,E17 120V AC/230VAC 260 16 x 45 11 0.9 | 1800-6500 80/90/85
E11,E12,E14,E17 120VAC/230VAC 29 290 16 x 48 12 0.9 1800-6500 80/90/895 6/4
E11,E12,E14,E17 230V AC 33 350 ©17 x 52 14 0.9  1800-6500 80/90/95 6/4
E11,E12,E14,E17 120VAC/230VAC 4.2 490 ®18 x53 13 0.9 1800-6500 80/90/85 6/4
E11,E12,E14,E17 120VAC/230VAC 4.7 580 ®18x 60 20 0.9 | 1800-6500 80/90/895 6/4
E11,E12,E14,E17 120VAC/230VAC 5.3 730 ©20 x 60 24 0.9 1800-6500 80/90/95 6/4
E11,E12,E14,E17 120V AC/230vVAC 6.3 820 D19 x 81 25 0.9  1800-6500 80/90/95 6/4
E11,E12,E14,E17 120V AC/230VAC 25 230 D16 x 49 8 0.9 1800-6500 80/90/85 6/4
E11,E12,E14,E17 120V AC/230VAC 4.2 380 ©20 x 55 13 0.9 | 1800-6500 80/90/85 6/4
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FREELIGHTING / Edison

=clison

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

£

¥
i
at

— {_Dimmable / Dim To Warm

ITEM N/O Voltage Watt |Lumen | Dimensions |Weight| PF CCT CRI SDCM
V) (K)
1 FR-CDL-5W-009DIM E26, E27 120VAC/230VAC 45 550  ©27x60 44 09 1800-6500 80/90/95 6/4
2 FR-CDL-3.5W-026DIM E26, E27 230V AC 35 250  ©28x45 31 09 1800-6500 80/90/95 64
2 FR-CDL-5W-018DIM E26, E27 120VAC/230VAC 45 500  @27x60 31 0.9 1800-6500 80/90/95  6/4
3 FR-CDL-7W-001DIM  E11,E12,E14,E17 120VAC/230VAC 68 1000 ©25x96 40 09 1800-6500 80/90/95  6/4
4 FR-CDL-8W-004DIM E17 £33 £33 120VAC/230VAC 78 1000  ©28x97 55 0.9 1800-6500 80/90/95 6/4
5 FR-CDL-10W-002DIM  El7 E12 ]} 120VAC/230VAC 95 1200 ©28x113 64 09 1800-6500 80/90/95 64
5 FR-CDL-12W-001DIM EE E;g,' E;‘,‘ 230VAC 115 1500 ©28x113 64 | 0.9 1800-6500 B80/90/95  6/4
6 FR-CDL-15W-001DIM  [i7 £3g 37  120VAC/230VAC 145 2100 ©35x150 177 0.9 1800-6500 80/90/95 6/
7 FR-CDL-8.5W-001DTW [|7 £3 27  120VAC/230VAC 83 830  028x97 57 | 0.9 1800-6500 80/90/95  6/4

*JAB & TITLE20 PASS

n
(o}



Edison /FREELIGHTING

o o™

10
11
12
13
14
15
16

(Non-Dimmable )

ITEM N/O

FR-CDL-2W-007
FR-CDL-3W-006
FR-CDL-2.5W-001
FR-CDL-3W-002
FR-CDL-4.5W-013
FR-CDL-6.5W-002
FR-CDL-7W-002
FR-CDL-8W-003
FR-CDL-10W-004

12

s ——# ?

E12,E14
E11,E12,E14
E11, E12,E14,E17
E11, E12, E14, E17
E11, E12, E14,E17
E11, E12, E14, E17

E11, E12, E14, E17

Edi, E12, E14
E17, E26, E27

E11, E12, E14
E17, E26, E27

Voltage

v)

120V AC / 230V AC

120V AC / 230V AC

120V AC / 230V AC

120V AC / 230V AC

120V AC / 230V AC

120V AC / 230V AC

120V AC / 230V AC

100-240V AC

100-240V AC

Watt [Lumen
(W) | (Im)
2 190
29 330
24 280
29 340
38 480
63 840
6.8 1000
7.8 1000
95 1250

Dimensions |Weight| PF

©23 X 51

©23 X 52

@16 X 45

16 X 48

18X 56

®19X 81

@25 X 96

®28 X 97

028 X114

12

17

25

40

55

64

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

CCT
(K)
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500

1800-6500

CRI

80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95

80/90/95

SDCM

6/4

6/4

6/4

6/4

6/4

6/4

6/4

6/4

6/4
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FREELIGHTING / BA15d

31

ATTENTION

» Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

» 100% aging test before packing

BASE
FLICKER
MATERIAL
CERTIFICATE
WARRANTY

BA15s, BA15d, SCB, DCB
Flicker Free
Ceramic+PC
CE, EMC, New ErP, ETL, FCC, SAA, PSE

3 Years



BA15d /FREELIGHTING

—  ((Dimmable )

Image No.

© 00 0 N O ;s W N =

ITEM N/O

FR-BA15-3W-005DIM

FR-BA15-3.5W-019DIM
FR-BA15-3.5W-015DIM
FR-BA15-4.5W-019DIM
FR-BA15-5W-008DIM

FR-BA15-6W-012DIM

FR-BA15-6.5W-001DIM
FR-BA15-2.5W-010DIM
FR-BA15-3.5W-021DIM
FR-BA15-4.5W-021DIM

1 2 3 4 5 6
8 9
Voltage Watt | Lumen | Dimensions PF CRI SDCM
V) W) | (m) (g)

120V AC/ 230V AC 2.9 290 ©17 x 44 14 0.9 1800-6500 80/90/95  6/4
120V AC/ 230V AC 3.4 380 17 x 44 16 0.9 1800-6500 80/90/95  6/4
200-240V AC 35 320 ©17 x 52 16 0.9 1800-6500 80/90/95  6/4
120V AC / 230V AC 42 490 ©18x 51 16 0.9 1800-6500 80/90/95  6/4
120V AC / 230V AC 47 580 ©18 x 59 22 0.9 1800-6500 B0/90/95  6/4
120V AC / 230V AC 53 730 ©20x 59 26 0.9 1800-6500 80/90/95  6/4
120V AC / 230V AC 6.3 820 ©19 x 80 27 0.9 1800-6500 80/90/95  6/4
120V AC / 230V AC 25 230 16 x 49 11 0.9 1800-6500 80/90/95  6/4
120V AC/ 230V AC 3.4 310 ©18 x 52 14 0.9 1800-6500 80/90/95  6/4
120V AC/ 230V AC 4.2 380 ©20 x 55 16 0.9 1800-6500 80/90/95  6/4
120V AC/ 230V AC 2.9 290 ©20 x 45 14 0.9 1800-6500 80/90/95  6/4

FR-BA15-3W-005DIM
*JA8 & TITLE20 PASS

32



FREELIGHTING /

SEEE

ATTENTION

» Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing




G8 /FREELIGHTING

GE

BASE
FLICKER
MATERIAL

CERTIFICATE

WARRANTY

O g & W N =

G8, GY8, G8.6
Flicker Free

Ceramic+PC

CE, EMC, New ErP, ETL, FCC, SAA, PSE

3 Years

ITEM N/O

FR-G8-2.5W-005DIM
FR-G8-3W-005DIM
FR-G8-3.5W-015DIM
FR-G8-4.5W-019DIM
FR-G8-5W-008DIM
FR-G8-6W-011DIM

1 2 3 4 5
Voltage Watt Dimensions CCT CRI SDCM
V) (w) (Im) (mm) (@) (K)
120V AC/230V AC 25 250 ®©16 x 39 8 0.9 1800-6500 80/90/95 6/4
120V AC/230V AC 29 290 ©16 x 42 9 0.9 1800-6500 80/90/85 6/4
120V AC/230V AC 33 350 ©17 x 43 10 0.9 1800-6500 80/90/85 6/4
120V AC / 230V AC 4.2 490 ©18 x 42 12 0.9 1800-6500 80/90/95 6/4
120V AC/ 230V AC 4.7 580 ©18x 47 13 0.9 1800-6500 80/90/95 6/4
120V AC/230V AC 5:3 720 ©18 x 47 15 0.9 1800-6500 80/90/85 6/4
120V AC/230V AC 6.3 820 ©19 x 68 19 0.9 1800-6500 80/90/85 6/4

FR-G8-6.5W-001DIM
*JA8 & TITLE20 PASS
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FREELIGHTING/ R7s

ATTENTION

» Suitable for use in damp locations

 Suitable for use in totally enclosed
lighting fixture

* 100% quality control

» 100% aging test before packing

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

35

1



R7s /FREELIGHTING

g b W N NN =

Dimmable

ITEM N/O

FR-R7S-6W-001DIM
FR-R7S-10W-001DIM
FR-R7S-12W-002DIM
FR-R7S-14W-002DIM
FR-R7S-5W-016DIM
FR-R7S-9W-004DIM
FR-R75-10W-006DIM
*JA8 & TITLE20 PASS

— ( Non-Dimmable )

o g N NN

ITEM N/O

FR-R75-10W-001
FR-R75-12W-003
FR-R7S-14W-005
FR-R7S5-10W-005
FR-R75-6W-007

Voltage
v)

120V AC/ 230V AC
120V AC/ 230V AC
120V AC/ 230V AC
230V AC
120V AC / 230V AC
120V AC / 230V AC

120V AC/ 230V AC

Watt | Lumen

(w) (im)
6.3 650
97 1200
11.5 1450
13.5 1800

{3t 580
9 1100
9.5 1000

Dimensions
(mm)
©28x 78
®28 x 118
©28 x 118
©28x118
®18x78
®18x 118

24 x22x118

38
80
80
80

24

46

0.9

0.9
0.9
0.9
0.9
0.9

0.9

ccT SDCM
(K)

1800-6500
1800-6500
1800-6500
1800-6500
1800-6500
1800-6500

1800-6500

80/90/95
80/90/95
80/90/95
80/90/95
80/90/95
80/90/95

80/90/85

6/4
6/4
6/4
6/4
6/4
6/4

6/4

Voltage

\%)

100-240V AC

100-240V AC
230V AC

100-240V AC

100-240V AC

9.5
11.5

135

5.5

1200
1450
1600
1200

600

Dimensions

(mm)

©28x 118

©28x118

©28x118
24x22x118

24 x22x78

80
80
80

46

0.5
0.5
0.5
0.5

0.5

CCT
(K)

1800-6500
1800-6500
1800-6500
1800-6500

1800-6500

80/90/95
80/90/95
80/90/85
80/90/95

80/90/95

6/4
6/4
6/4
6/4

6/4

36



FREELIGHTING /

Sehles

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

¢ 100% aging test before packing




GUI10 /FREELIGHTING

GUIO

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3Years

(_Dimmable / Dim To Warm )

>

-

ITEM N/O

Voltage

(%)

Watt|Lumen| Dimensions |Weight| PF CCT SDCM Beam
W) | (Im) (K) Angle

w N =

FR-GU10-7W-002DIM
FR-GU10-7W-007DTW
FR-GU10-5W-003DIM
FR-AR70-GU10-7W-009DIM
*JA8 & TITLE20 PASS

120V AC/ 230V AC
120V AC/ 230V AC
120V AC/ 230V AC

120V AC/230V AC

6.5
6.5
53
7.0

780 @50 x 51 49 0.9
780 @50 x 51 49 0.9
650 ©22x53 25 0.9

800 ®70x63 113 0.9

1800-6500
1800-6500
1800-6500

1800-6500

80/90/95
80/90/95
80/90/95

80/90/95

6/4
6/4
6/4

15°/24°/36°/60°/1120°

15°/24°/36°/60°/120°

360°

24°136°/60°/20°
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FREELIGHTING / GX53

GXS53

- Series
L

ATTENTION

» Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing

39




GX53 /FREELIGHTING

3

FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE

WARRANTY 3 Years

o
1
—  (_Dimmable / Dim to Warm )
2
o ITEM N/O Voltage Watt | Lumen | Dimensions | Weight CCT CRI SDCM
g ) w) | (m) (@ [3)
1 FR-GX53-7W-004DIM 120V AC/ 230V AC 6.5 700 ®75x 31 82 0.9  1800-6500 80/90/95  6/4
1 FR-GX53-7W-003DTW 120V AC/ 230V AC 6.5 720 @75 x 31 82 0.9  1800-6500 80/90/95  6/4

*JA8 & TITLE20 PASS

(Non-Dimmable )

ITEM N/O Voltage Watt |Lumen | Dimensions | Weight

(V)

FR-GX53-7W-010 100-240V AC 6.5 700 D75 x 31 82 0.5 1800-6500 80/90/95 6/4

—_

40



FREELIGHTING / B22

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

* 100% aging test before packing

41



B22 /FREELIGHTING

B2

— (=

FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years
x} L&)
] ofn ]
ot (: \ =G )
L e -l e
K Al N ) ] J 1
|| .. il
sl - ]'] ¥ o
| =l Wit
= % -
io fl Wl
Wl o =L
DI gl
o) i<l
,Ki}L".."' IT‘]F“,
1 2 3
—  ( Dimmable |
= e Voltage Watt | Lumen | Dimensions | Weight CCT SDCM
(v) (w) (K)
1 FR-B22-5W-009DIM 120V AC/ 230V AC 45 550 ®27 x 59 34 0.9 1800-6500 80/90/95  6/4
2 FR-B22-8W-004DIM 120V AC/ 230V AC 78 1000 ®27 x 94 41 0.9 1800-6500 80/90/95  6/4
FR-B22-10W-002DIM 120V AC/ 230V AC 95 1200 ®27 x 107 51 0.9 1800-6500 80/90/95  6/4
*JA8 & TITLE20 PASS
—  (Non-Dimmable )
<}
f, ITEM N/O Voltage Watt | Lumen | Dimensions | Weight PF CCT CRI SDCM
§ (V) (Im) (9) (9]
1 FR-B22-5W-006 100-240V AC 45 600 ®27 X 59 34 0.5 1800-6500 80/90/95  6/4
2 FR-B22-8W-003 100-240V AC 7.8 1000 ©27 X 94 41 0.5 1800-6500 80/90/95  6/4
3 FR-B22-10W-004 100-240V AC 95 1250 ®27 X107 51 0.5 1800-6500 80/90/95  6/4

42



FREELIGHTING / G

ATTENTION

» Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

¢ 100% aging test before packing

43



G12 /FREELIGHTING

N =

ITEM N/O

FR-G12-8W-004DIM

FR-G12-10W-002DIM

*JAB & TITLE20 PASS

— (Non-Dimmable )

Image No.

N =

ITEM N/O

FR-G12-8W-003
FR-G12-10W-004

=
\ki g ]
FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

] [
[ 3Nl
3;1@5'
i ¢
L (8wl
nhii CliC
O] im0
iﬂg@ti-'l
] L

[

™
=]

T
=[]

=)
[OES ==

Ta=jn=y 0= =1 =g |
=)
I i ]

11

Voltage Watt | Lumen | Dimensions | Weight CCT CRI SDCM
V) w) (Im) (@) (9]
120V AC/ 230V AC 7.8 1000 ®30x99 53 0.9 1800-6500 80/90/95 6/4
120V AC / 230V AC 95 1250 ©30x 112 63 0.9 1800-6500 80/90/95  6/4
Voltage Watt Lumen | Dimensions | Weight PF CRI SDCM
\%) w) (Im) (9)
100-240V AC 7.8 1000 ©30x99 53 0.5 1800-6500 80/90/95  6/4
100-240V AC 9.5 1250 ®30x 112 63 0.5 1800-6500 80/90/95 6/4
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FREELIGHTING /

Series

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

= 100% aging test before packing




GU24 /FrEELIGHTING

GURA

S
FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

— (i)
[ @ . b'e
1 g | | 3
& E) AR
[ 3G | a1

ll;}“ [[S==]

=

fiw] =1
=1

(|

n"'}

o _L_f
[=) [
=0
T (=l
Wt [ ]
g
(@1, =)
e e
[V o

]

v

|=

— [ Dimmable / Dim to Warm )

ITEM N/O Voltage Watt | Lumen | Dimensions | Weight PF CCT CRI SDCM
v) (9]
1  FR-GU24-5W-009DIM 120V AC / 230V AC 45 550 ©33 x 48 48 0.9 1800-6500 80/90/95  6/4
2 FR-GU24-8W-004DIM 120V AC / 230V AC 78 1000 ©33 x 83 55 0.9 1800-6500 80/90/95  6/4
3 FR-GU24-10W-002DIM 120V AC / 230V AC 95 1200 ©33x96 65 0.9 1800-6500 80/90/95  6/4
4 FR-GU24-10W-008DIM 120V AC / 230V AC 10 1200 ®75x 58 165 0.9 1800-6500 80/90/95  6/4
4 FR-GU24-9W-003DTW 120V AC / 230V AC 9.0 1200 ©75x 58 165 0.9 1800-6500 80/90/95 6/4
*JA8 & TITLE20 PASS
— (Non-Dimmable )
s
o ITEM N/O Voltage Lumen | Dimensions | Weight PF CCT CRI SDCM
g v) () (K)
1 FR-GU24-5W-006 100-240V AC 4.8 600 ®33x48 48 0.5 1800-6500 80/90/95 6/4
2 FR-GU24-8W-003 100-240V AC 7.8 1000 ®33 x 83 55 05 1800-6500 80/90/95 6/4
3 FR-GU24-10W-004 100-240V AC 95 1250 ©33x96 65 05 1800-6500 80/90/95 6/4
4 FR-GU24-10W-009 120V AC/230V AC 10 1100 ®75x 58 165 0.5 1800-6500 80/90/95 6/4
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FREELIGHTING / P28s

P28s

=

- Series

47

ATTENTION

= Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

* 100% quality control

« 100% aging test before packing




P28s / FREELIGHTING

PE8s

FLICKER Flicker Free
MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE

WARRANTY 3 Years

— Dimmable

S

E ITEM N/O Voltage Lumen | Dimensions | Weight | PF CCT CRI

g v) (Im) (@) (K)

1 FR-P28S-5W-009DIM 120V AC / 230V AC ©33*66 43 09  1800-6500 80/90/95  6/4
2 FR-P28S-10W-002DIM 120V AC / 230V AC 9.5 1150 ©33*119 76 0.9  1800-6500 80/90/95  6/4

*JA8 & TITLE20 PASS

— (Non-Dimmable

ITEM N/O Voltage Watt | Lumen | Dimensions | Weight
(V) (w) (Im) (@)

0.5 1800-6500 80/90/95 6/4

FR-P285S-5W-005 100-240V AC 4.8 600 ©33*66 43

-

2 FR-P28S-10W-004 100-240V AC 9.5 1250 ©33*119 76 0.5  1800-6500 80/90/95 6/4
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FREELIGHTING / Smart Buld

SmartBulb =

- Series

ATTENTION

« Suitable for use in damp locations

« Suitable for use in totally enclosed
lighting fixture

¢ 100% quality control

* 100% aging test before packing

49



Smart Buld /FrReeLIGHTING

Srnarrt Bulb

FLICKER Flicker Free

MATERIAL Ceramic+PC
CERTIFICATE CE, EMC, New ErP, ETL, FCC, SAA, PSE
WARRANTY 3 Years

-
AL,

I [ ] U

U u J U

— (_ Wi-Fi & Bluetooth )

?; Voltage Wattage Lumen Dimensions | Weight | PF CCT

g v) w) (Im) (g)

1 FR-SMG4-2W-001 G4 12V AC/DC 20 19R/34G/6B ©18X 44 11 0.7 RGB

2 FR-SMG4-3W-001 G4 12V AC/DC 30 8R/22G/3B/240W ®20 X 52 13 0.7 RGBW

2 FR-SMG4-3W-001WB G4 12V AC/DC 3.0 8R/22G/3B/240W ©20 X 54 14 0.7 RGBW

3 FR-SMG5.3-6W-001 GU5.3MR16 12V AC/DC 6.0 34R/73G/32B/580W 50X 48 53 0.7 RGBW

3 FR-SMG5.3-6W-001WB GU5.3 MR16 12V AC/DC 6.0 34R/73G/32B/580W ®50 X 48 53 0.7 RGBW

4 FR-SMBA15S-3W-001 BA15S 12V AC/IDC 3.0 300 ®45 X 70 32 0.7  2700-6500K
5 FR-SMG9-5W-001DIM Go 120V AC/ 230V AC 45 450 ®21 X 62 20 0.7  2700-6500K
6 FR-SMG9-5W-002DIM G9 120V AC / 230V AC 5.0 400 ®20 X 78 20 0.7  2700-6500K
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[et’s Work Together gor a Belter Planet !

FREE LIGHTING LIMITED
—_

LED Lamp Factory
Bld. B4, Tieta Industrial Park, Hedi Rd. Gongming Town, Guangming Dist., 518101 Shenzhen, China

LED Dimmer Factory
Bld. B7, Tieta Industrial Park, Hedi Rd. Gongming Town, Guangming Dist., 518101 Shenzhen, China

B [© +86 13924663803 (R info@freelightingled.com

*The contents of this volume are for reference only, and the relevant updates are subject to the enterprise announcement
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